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Plastic housing*, LSI-R12P-F2-LD LSI-R18P-F5-LD LSI-R30P-F10-LD LSI-Q40P-F20-CD 
Fitting in metal: Flush Sn 2 mm, N/O Sn 5 mm, N/O Sn 10 mm, N/O Sn 20 mm, C/O
Plastic housing*, LSI-R12P-NF4-LD LSI-R18P-NF8-LD LSI-R30P-NF15-LD LSI-Q40P-NF40-CD
Fitting in metal: Non-flush Sn 4 mm, N/O Sn 8 mm, N/O Sn 15 mm, N/O Sn 40 mm, C/O
Plastic insulated housing with plug-in LSI-Q40P-F20-PD
connection, Fitting in metal: Flush Sn 20 mm, N/O
Plastic insulated housing with plug-in LSI-Q40P-NF35-CD
connection, Fitting in metal: Non-flush Sn 35 mm, N/O
Metal housing with 2 m connection cable, LSI-R8S-F1-LD LSI-R12M-F2-LD LSI-R18M-F5-LD LSI-R30M-F10-LD
Flush Sn 1.5 mm, N/O Sn 2 mm, N/O Sn 5 mm, N/O Sn 10 mm, N/O
Metal housing with plug-in connection, LSI-R8S-F1-PD LSI-R12M-F2-PD LSI-R18M-F5-PD LSI-R30M-F10-PD 
Flush Sn 1.5 mm, N/O Sn 2 mm, N/O Sn 5 mm, N/O Sn 10 mm, N/O
Metal housing with plug-in connection, LSI-R8S-NF3-PD LSI-R12M-NF4-PD LSI-R18M-NF8-PD LSI-R30M-NF15-PD
Non-flush Sn 3 mm, N/O Sn 4 mm, N/O Sn 8 mm, N/O Sn 15 mm, N/O

Plastic housing*, LSI-R12P-F2-LA LSI-R18P-F5-LA LSI-R30P-F10-LA LSI-Q40P-F20-CA
Fitting in metal: Flush Sn 2 mm, N/O Sn 5 mm, N/O Sn 10 mm, N/O Sn 20 mm, P
Plastic housing* , LSI-Q40P-NF35-CA
Fitting in metal: Non-flush Sn 35 mm, P

Plastic insulated housing with 2 m LSC-R12M-F3-LD LSC-R18M-F5-LD LSC-R30M-F10-LD LSC-Q20M-F5-LD 
connection cable, fitting in metal: Flush Sn 3 mm, N/O Sn 5 mm, N/O Sn 10 mm, C/O Sn 5 mm, N/O
Plastic insulated housing with terminal LSC-Q40P-F20-CD
connection, fitting in metal: Flush Sn 20 mm, C/O

Inductive proximity switches LSI 

Enclosure style Round design Rectangular design

DC voltage version – switching to + pole (PNP)

Ue: 10..30 V DC Ue: 10..65 V DC Ue: 10..30 V DC

Part no. 
M 8x1

Part no. 
M 12x1

Part no. 
M 18x1

Part no. 
M 30x1.5

Part no. 
114x40x40

Part no. 
65x40x40

Capacitive proximity switches LSC 

Housing style Round design Rectangular design

DC voltage version – switching to + pole (PNP)

Ue: 10..30 V DC Ue: 10..65 V DC Ue: 10..30 V DC Ue: 10..65 V DC

Part no. 
M 12x1

Part no. 
M 18x1

Part no. 
M 30x1.5

Part no. 
32x20x8

Part no. 
114x40x40

Alternating voltage version 20-250 V AC, 50/60 Hz

* on round style: 2 m connecting cable,
on rectangular style: with terminal connection

Sn: rated switching distance

M12 x 1 plug connector

N/O = normally open
C/O = changeover
P = programmable (break contact or make contact)
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